Engine & Gas Turbine Catalyst Unit Questionnaire
Oxidation or Three-Way







Date:

CONTACT INFORMATION

Name:





Title/Position:

Company Name:

Street Address:

City:





State/Province:


Postal Code:
Country:




Tel:




Fax:
Email:
ENGINE INFORMATION

Make & Model:



Rating:
Bore:





Stroke:




No. of Cylinders:

Speed:





Displacement:

Aspiration:
Naturally Aspirated, Turbocharged, Supercharged

Fuel Type:




Fuel Sulfur Content (diesel):
Exhaust Oxygen Content, %:
ENGINE OPERATING DATA

	OPERATING LOAD
	MASS FLOW
	VOLUMETRIC EXHAUST FLOW
	VOLUMETRIC EXHAUST FLOW
	EXH. TEMP.
(AT CATALYST INLET)

	
	LBS/HR
	SCFM
	ACFM
	DEG. F

	100%
	
	
	
	

	75%
	
	
	
	

	50%
	
	
	
	


CATALYST UNIT REQUIREMENTS
Inlet/Outlet Connection Size:

Inlet/Outlet Connection Type:

Flanged, MNPT, FNPT, Slip-On, Straight Tube, Other

Max. Allowed Pressure Drop:

Max. Dia. or Cross Section:

Max. Length:

Mounting: 



Horizontal or vertical flow 
Housing Material:


Carbon Steel / Stainless Steel

Flange Material:


Carbon Steel / Stainless Steel

	POLLUTANT
	UNTREATED EMISSIONS
	MAX. ALLOWED EMISSIONS
	CONVERSION RATE

	
	PPMV, LB/HR, G/BHP-HR
	PPMV, LB/HR, G/BHP-HR
	%

	CO
	
	
	

	NMHC
	
	
	

	NMNEHC
	
	
	

	PARTICULATE MATTER / SOOT
	
	
	

	ODORS
	
	
	

	OTHER
	
	
	


RETURN COMPLETED FORM TO:  info@CatalystProducts.com

